
G601 SERIES
SIGHT GAGES - CLOSED CIRCUIT

The G601 Series front mount closed circuit sight gages provide front viewing of the fl uid level through a clear glass 
sight all secured within an aluminum body. Functionally equivalent to the G605 Series sight gages, but miniaturized 
with smaller mounting studs, a lower profi le and a smaller width viewing window.

Standard Features:
 ▪ Front mount
 ▪ Fluid level visible from the front of gage (.31 inches 
wide)
 ▪Clear borosilicate sight glass
 ▪Suitable for use with most hydraulic and machine 
lubricating oils

Standard Materials:
 ▪Aluminum construction
 ▪Buna N seals
 ▪Borosilicate glass sight
 ▪Zinc plated, steel hex nuts

Temperature and Pressure Ratings:
 ▪Maximum working pressure up to 200 PSI (1379 kPa) 
at 150°F (65°C), no corrosion
 ▪ Please refer to Temperature Ratings by Seal Material 
for additional operating conditions (Appendix RA-5 on 
page RA-A5)

NOTE:
 ▪ Please refer to Appendix RA-6 on page RA-A6 for installation instructions

G601 Series

Part No.

A
inches
(mm)

B
inches
(mm)

C
inches
(mm)

G601-03-A-1 3.00
(76.20)

1.93
(49.02)

4.15
(105.41)

G601-05-A-1 5.00
(127.00)

3.93
(99.82)

6.15
(156.21)

ORDERING OPTIONS CODES:

BODY MATERIAL
-A- Aluminum gage body (standard)
-B- Brass gage body (optional)

SEAL MATERIAL
-1- Buna N seals (standard)
-2- Butyl seals (optional)
-3- Viton® seals (optional)
-4- Ethylene propylene seals (optional)

CAUTION:  ▪Not recommended for use with water, steam, acidic fluids, caustic fluids and volatile fluids
 ▪ If aluminum construction is selected for a water application, anodizing is recommended

HOW TO ORDER

EXAMPLE:
G601-05-A-1 Buna N Seals

Aluminum body
5.00 (127.00 mm) mounting centers
Series G601

NOTE: All dimensions are inches [mm]
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